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Insulsafe SP – 31lb Bag
Open Attic Application
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Closed Cavity (Walls, Floors, Ceilings) Retrofit Applications
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COVERAGE CHART

R-VALUE BAG REQUIREMENTS MAXIMUM COVERAGE MINIMUM WEIGHT MINIMUM INSTALLED THICKNESS
Number of bags per Contents of bag shall Weight per sq. ft. of
To obtain a thermal 1000 sq. ft. not cover more than: installed insulation shall not Should not be less than:
resistance (R) of: of net area: (sq. ft.) be less than: (Ibs./sq. ft.) (in.)
R-14 151 66.4 0.467 350
R-15 16.1 62.0 0.500 3.75
R-16 17.2 58.1 0.533 4.00
R-22 237 423 0.733 5.50

R-29 31.2 321 0.967 7.25
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COVERAGE CHART

R-VALUE BAG REQUIREMENTS MAXIMUM COVERAGE MINIMUM WEIGHT MINIMUM INSTALLED THICKNESS MINIMUM SETTLED THICKNESS
Number of bags per Contents of bag shall Weight per sq. ft. of
To obtain a thermal 1000 sq. ft. not cover more than: installed insulation shall not Should not be less than: Should not be less than:
resistance (R) of: of net area: (sq. ft) be less than: (Ibs./sq. ft) (in.) (in)
R-11 53 1905 0.163 450 4.50
R-13 6.2 161.7 0.192 5.25 525
R-19 9.3 107.4 0.289 7.75 7.75
R-22 10.8 929 0.334 8.75 8.75
R-26 128 779 0.398 10.25 10.25
R-30 149 67.1 0.462 1.75 11.75
R-38 19.1 525 0.591 1450 14.50
R-44 224 446 0.695 16.75 16.75
R-49 252 39.7 0.780 18.50 18.50
R-60 314 319 0.972 22.00 22.00

R-Values are determined in accordance with ASTM C687 and C518. Complies with ASTM C764 as Type 1 pneumatic application.
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